




Advanced Test  So lut ions  for  EMC

Reference impedance		
Number of phases	 3	 3
Maximum current per phase 	 37 Amps	 37 Amps
(Flicker mode)		
Maximum current per phase	 74 Amps	 74 Amps
(ByPass mode)		
DAQ card and cable		
Interface	 PCI	 PCI
Size	 Standard height	 Standard height
Resolution 	 16 bit	 16 bit
Speed	 1.25 MSamples/s	 1.25 MSamples/s
Cable length PC to CCN	 2 m	 2 m
PC	 Supplied with DAQ card, card software, WIN 2100, WIN 2110 and 

system calibration files installed.
Minimum specifications
Processor 	 Pentium 2 GHz	 Pentium 2 GHz
RAM	 2 GB	 2 GB
Hard disk	 80 GB	 80 GB
Operating system	 Windows XP or Vista	 Windows XP or Vista

Technical information

15 kVA Harmonics and flicker Measuring
System 3-phase 

Profline 2115

	 INA 2196, IEC 61000-3-11, 75 Amps per phase reference impedance
	 WIN 2106, test software for IEC 61000-3-11 and IEC 61000-3-12
	 Option 8, 1 m magnetic loop antenna 100 A/m continuous and 300 A/m for 3 seconds
	 Option 11-3, 3-phase AC switch used to switch power between the source (set to the lower

	 required voltage) and the mains supply in a time between 1-5 us. For details specification please
	 see separate datasheet.
	 Avionics immunity & emissions test capability for DO-160, Airbus and Boeing
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